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AIR ELECTRONIC UNIT : (Model : PNEUMOTRON)

Microprocessor Based

Single Box .

Unique Scaling Factor.

RS 232 O/P .

Wireless data transfer possible.

Least Count: 5 ym, 1 um, 0.5 um, 0.1um.
Display of Absolute value or Deviation.
External Relay.
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Air Electronic Unit (Model V1)

Microprocessor Based

Unique Scaling Factor.

RS 232 O/P .

Wireless data transfer possible.

Least Count: 5 um, 1 um, 0.5 ym, 0.1um.

Display of Absolute value or Deviation.

3 LEDs for showing status Accept , Reject , Rework.
Dynamic Measurement (Max,Min,Diff (TIR) mode) available.
Buzzer for Rejected Job .

External Relay .

Provision for foot switch.
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Air electronic Unit (Model:V2D)

Shows 2 reading when used with 2 convertors.

Can also be used with only electronic gauging application.
Saves space & improves checking efficiency.
Microprocessor Based.

Unique Scaling Factor.

RS 232 O/P.

Wireless data transfer possible.

Least Count: 5 um, 1 um, 0.5 ym, 0.1um.

Display of Absolute value or Deviation.

Dynamic Measurement (Max,Min,Diff (TIR) mode) available.
3 LEDs for showing status Accept , Reject ,Separate for each measurement.
Buzzer for Rejected Job .

External Relay .

Provision for foot switch .
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Air electronic Unit (Model-V4 )

Up to 4 readings can be displayed .

Can be used with Air Electronic or Pure electronic applications.
Microprocessor Based

Unique Scaling Factor.

RS 232 O/P .

Wireless data transfer possible .

Least Count: 5 um, 1 um, 0.5 ym, 0.1um.

Display of Absolute value or Deviation.

3 LEDs for showing status Accept , Reject & Rework.

Buzzer for Rejected Job.

External Relay (Relay Output)

Provision for foot switch.

Option: with Memory storage .

Dynamic measurement & various probe combinations possible.
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Air Electronic Unit (Model : Tri Colour Column)

Microprocessor Based

Tri Colour LEDs showing accept/reject /rework status on column.
Unique Scaling Factor.

RS 232 O/P.

Wireless data transfer possible.

Least Count: 5 ym, 1 ym, 0.5 pm, 0.1um.

Display of Absolute value or Deviation.

Buzzer for Rejected Job .

External Relay (Relay Output)

Provision for foot switch .
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Air Gauge Unit

MGPL Air Gauge Unit is Null balance pressure system Unit.High Pressure
system-faster response & self cleaning of Gauging area.

Two setting knob for fine setting .

Two setting masters ensure correct linear setting.

Air Pressure Required = 50 Psif3.5kg/cm2

Accuracy +2% FSD.

Range +0.020mm , L.C=0.5um

Range +0.040mm, L.C.=1.0um
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MGPL OTHER PRODUCTS PB. 701, B-25/29, MIDC Industrial Area, Branch Office

1 Plain | . Wi Chikalthana, Aurangabad - 431 210, (M.S) INDIA.  Delhi 09812534970, 09971696473
* Carbide Plain Limit Gauges : Plug, Snap, Ring, Width Gauges Tel: 0091 - 240 - 2483059, 2482210, Chennai  : 09790857162, 09444016241

© Carbide Air Gauges : Air Plug, Air Snap, Air Ring Gauges Fax : 001 - 240 - 2481323, 2483061. Bangalore ~: 09448183007, (080) 23575752
e Gauging Fixtures Email : sales1@mikronix-gauges.com Coimbatore : 09442340838, (0422)2560961

® Multigauging Solutions sales2@mikronix-gauges.com
Web : www.mikronix-gauges.com




